
New Generation Vacuum Pump

Single stage
TB41BS 1.4 CFM
TB43CS   3  CFM

2 stage
TB41DD 1.4  CFM
TB45ED  5.3 CFM

TB4XFD  10.7 CFM

TB41DD

Model TB41BS TB43CS TB41DD

Single stageRotor system

Motor

Drive method

Displacement

Ultimate vacuum

Motor

Power supply, motor

Suction port

Amount of oil filled

Operating temperature

Size

Weight

TB45ED TB4XFD

Two stage

AC

Direct type

40 l/min(1.4 CFM) 83 l/min(3 CFM) 40 l/min(1.4 CFM) 151L/min(5.3cfm) 301L/min(10.7cfm)

150 microns 15 microns

190 ml. 180 ml. 140 ml. 540 ml. 640 ml.

1/4", 3/8” SAE MALE 1/4", 3/8” SAE MALE WITH SOLENOID VALVE

5     40 C

100x 280 x 215 mm. 130x 348 x 272 mm. 140x 380 x 285 mm.

4.2 kg. 5 kg. 5.3 kg. 10.2 kg. 15.2 kg.

2,880 RPM

220V/50 Hz

Gas ballast

สินค�าในภาพรุ�น

Oil prevention valve
ในรุ�น TB41BS/TB43CS/TB41DD

Solenoid valve ในรุ�น TB45ED/TB4XFD

ระบบป�องกันน้ำมันไหลย�อนกลับ

TB4XFD
สินค�าในภาพรุ�น

สินค�ารับประกัน 1 ป�
บร�ษัทรับประกันความเสียหายอันเกิดจากความบกพร�อง หร�อผ�ดพลาด

จากโรงงานผู�ผลิต ซึ่งการรับประกันจะไม�ครอบคลุมถึงความชำรุดเสียหาย

ในกรณีดังต�อไปนี้

1.การซ�อม ดัดแปลง แก�ไข โดยบุคคลอื่น ซึ่งไม�ใช�พนักงานของบร�ษัท

2.สติ�กเกอร�รับประกัน อยู�ในสภาพไม�สมบูรณ� ถูกแกะหร�อหายไป

3.การใช�สินค�าผ�ดประเภท หร�ออุบัติเหตุจากการขนส�ง ความประมาท

   เกี่ยวกับการดูแลรักษาผ�ดว�ธีและภัยธรรมชาติ

4.ใช�งานผ�ดวัตถุประสงค� และไม�ปฏิบัติตามคำแนะนำในคู�มือการใช�งาน

5.การเสื่อมสภาพของชิ�นส�วนอะไหล�จากการใช�งานปกติ

**ทั้งนี้ทางบร�ษัท ขอสงวนสิทธิ์การเปลี่ยนแปลงแก�ไขเง�่อนไขการรับประกัน

ในบางกรณีที่มีป�ญหาโดยมิต�องแจ�งให�ทราบล�วงหน�า**


